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LEGEND

[ MF | NEW MANUAL PULL STATION
NEW SPEAKER AND STROBE
REMOTE MICROPHONE

NEW SPEAKER

NEW STROBE

NEW DUCT SMOKE DETECTOR
NEW TAMPER SWITCH

NEW FLOW SWITCH

NEW PRESSURE SWITCH

END OF LINE RESISTOR
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FIRE ALARM CONTROL PANEL

NEW CEILING MOUNTED SMOKE DETECTOR

ANNC ANNUCIATOR PANEL

TXP TRANSPONDER PANEL

T.S.P. TWISTED SHIELDED PAIR

A FIRE ALARM INITIATING DEVICE CIRCUIT, 2—#14 AWG

D FIRE ALARM REMOTE ANNUCIATOR CIRCUIT
M FIRE ALARM MAPNET CHANNEL CIRCUIT, T.S.P. #18 AWG
N FIRE ALARM REMOTE MICROPHONE CIRCUIT
P FIRE ALARM MAPNET CHANNEL POWER CIRCUIT, 2—#14 AWG
R FIRE ALARM COMMUNICATION CIRCUIT, T.S.P. #18 AWG
S FIRE ALARM NOTIFICATION APPLIANCE CIRCUIT FOR SPEAKERS, T.S.P. #16 AWG

GENERAL NOTES

A, SEE FLOOR PLANS FOR db RATING, CANDELA RATING, WIRE GUARD PROTECTION, WEATHERPROOF JB, MOUNTING,

LOCATION, ETC.

B. AS REQUIRED, INSTALL WELDED RING STIFFENERS AT GRATING IN PIPED CHASES, WHERE MULTIPLE CONDUIT PENETRATIONS

OCCUR, AT THE SAME LOCATION.
C. MINIMUM CONDUIT SIZE IS 3/4".

SPECIFIC NOTE

@ ELECTRICAL CONTRACTOR SHALL EXTEND CONDUIT AND WIRING FROM TRANSPONDER TO EACH ELEVATOR

CONTROLLER AND TERMINATE PER ELEVATOR MANUFACTURER REQUIREMENTS. COORDINATE LOCATION OF
CIRCUITS WITH ELEVATOR MAINTENANCE CONTRACTOR. ELEVATOR MAINTENANCE CONTRACTOR SHALL MAKE
FINAL CONNECTION TO ELEVATOR TRAVEL CABLE. ELECTRICAL CONTRACTOR SHALL INSTALL SPEAKER IN
ELEVATOR CAB AND MAKE CONNECTION TO TRAVEL CABLE IN ELEVATOR CAB. ELEVATOR MAINTENANCE
CONTRACTOR WORK TO BE INCLUDED IN ELECTRICAL CONTRACTOR PRICE.
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